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SURFACE SWITCHES
56 Series Surface Switches are 

available from 250V, 10A to 500V 63A. They 
incorporate a positive, rotary switch action. 
‘ON’ and ‘OFF’ positions are clearly marked 
and there is provision for two padlocks. Hole 
diameter is 8mm.

If locking is required in the ‘ON’ position, 
simply drill a hole where necessary. 

To provide easier wiring of our 56 Series 
Three Pole 63A Switch, a deeper two gang 
enclosure and centrally mounted option (Cat. 
No. 56SW363/2), allows additional room for 
wiring associated with this application.

Earth and neutral connectors 
accommodating 3 x 6mm2 cables are 
supplied with all products above 20A. 
Options available
Options available

• With Neon - add N to Catalogue No.   
e.g. 56SW320 becomes 56SW320N.

• Less Enclosure - add LE to   
Catalogue Number e.g. 56SW320   
becomes 56SW320LE.

• Resistant Orange - add RO to   
Catalogue Number e.g. 56SW320   
becomes 56SW320RO.

• Resistant White - add RW to 

• Resistant White - add RW to 

Catalogue Number e.g. 56SW320 

becomes 56SW320RW.

• Chemical Grey - add CG to 

Catalogue Number e.g. 56SW320 

becomes 56SW320CG.

56SW320RO

56SW120N

Ithe -  Conventional Enclosed Thermal   
   Current
UI  -  Insulation Voltage
Ue -  Operational Voltage

 Catalogue No. of Ithe  Ui / Ue       Ie (A) Utilisation Category M          Conductor Terminal       IP O/A* Dims. 
 Number Switched (A) (V)    Rating             size in mm2  Rating (H) x (W) X (D) 
  Poles   AC21A AC22A AC23A  Min.  Max./cont.   
 56SW110 1 10 250 10 8 8 M80 1.5 6 66 107x101x80  
56SW110HD 1 10 250 10 10 10 M100 6 16 66 107x101x104
 56SW110/2~ 1 10 250 10 8 8 M80 1.5 6 66 107x101x80
 56SW115 1 15 250 15 8 8 M80 1.5 6 66 107x101x80  
56SW115HD 1 15 250 15 15 15 M100 6 16 66 107x101x104
 56SW115/2~ 1 15 250 15 8 8 M80 1.5 6 66 107x101x80  
56SW110/I~ 1 10 250 10 8 8 M80 1.5 6 66 107x101x80  
56SW120 1 20 250 20 20 20 M150 2.5 16 66 107x101x104 
 56SW132 1 32 250 32 32 28 M180 4 16 66 107x101x104 
 56SW150 1 50 250 50 50 25 M250 10 25 66 107x101x104
 56SW163 1 63 250 63 63 25 M250 16 25 66 107x101x104
 56SW220 2 20 500 20 20 20 M150 2.5 16 66 107x101x104
 56SW232 2 32 500 32 32 28 M180 4 16 66 107x101x104 
 56SW250 2 50 500 50 50 25 M220 10 25 66 107x101x104 
 56SW263 2 63 500 63 63 25 M220 16 25 66 107x101x104 
 56SW310 3 10 500 10 10 10 M100 1.5 16 66 107x101x104
 56SW320 3 20 500 20 20 20 M150 2.5 16 66 107x101x104 
 56SW332 3 32 500 32 32 28 M180 4 16 66 107x101x104 
 56SW350 3 50 500 50 50 25 M200 10 25 66 107x101x104 
 56SW363 3 63 500 63 63 25 M200 16 25 66 107x101x104 
 56SW363/2 3 63 500 63 63 25 M200 16 25 66 204x101x104
 56SW320C         2.5 16/2.5 66 107x101x104
 56SW332C         4 16/2.5 66 107x101x104 
 56SW350C         11 25/2.5 66 107x101x104 
 56SW420  4 20 440 20 20 20 - 2.5 6 66 107x101x104

Ie  -  Operational Current
Note: AC utilisation categories to AS/NZS3947.3.
* Refer rear of Catalogue for further details.

~ 56SW110/2 and 56SW115/2 
  -2 Way switch mechanisms
~ 56SW110/I -Intermediate switch mechanism

A S  5 6 S W 3 2 0  +  2 A  C H A N G E O V E R  A U X .  L A T E  M A K E  E A R L Y  B R E A K

A S  5 6 S W 3 3 2  +  2 A  C H A N G E O V E R  A U X .  L AT E  M A K E  E A R LY  B R E A K

A S  5 6 S W 3 5 0  +  2 A  C H A N G E O V E R  A U X .  L AT E  M A K E  E A R LY  B R E A K

For Fluorescent Loads use 56SW110HD OR 56SW115HD instead of 56SW110 or 56SW115.
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Safety Surface Switches 
New safety range of isolating 

switches ensures isolators are highly 
visible by using a brightly coloured red 
switch knob and yellow plate.

The high visibility naturally reduces 
an individual's response time in the event 
of an emergency.

Simply add RY to Catalogue Number. 
e.g. 56SW120 becomes 56SW120RY.

Available in the following 
Catalogue Numbers:
56SW120
56SW132
56SW320
56SW332
56SW350
56SW363

Refer to previous page for technical 
information.

N

N

250V Single and Twin 
2 Way Switches with 
sliding switch dollies

56 Series Single and Twin Sliding 
Switches are available in 10 and 15A 
ratings. A single intermediate switch is 
also available.

N

56SW120N

Options available
• Less enclosure - add LE to   

Catalogue Number e.g. 56SSW10  
becomes 56SSW10LE.

• Resistant Orange - add RO to   
Catalogue Number e.g. 56SSW10   
becomes 56SSW10RO.

N

56SSW10

N

 
 Catalogue Description Number of Ithe Ui/Ue M         Conductor Terminal IP O/A* Dims.
 Number  Switches (A) (V) Rating  size in mm2 Rating (H) x (W) x (D)
   per Module    Min.  Max.   
 56SSW10 Single sliding switch 1 10 250     M80 1.5 6 56 107x101x68
 56SSW15 Single sliding switch 1 15 250 M80 1.5 6 56 107x101x68
 56SSW10/I Intermediate sliding switch 1 10 250 M100 1.5 6 56 107x101x68
 56SSW2/10 Double sliding switch 2 10 250 M80 1.5 6 56 107x101x68
 56SSW2/15 Double sliding switch 2 15 250 M80 1.5 6 56 107x101x68

Ithe -  Conventional Enclosed Thermal   
   Current
UI  -  Insulated Voltage
Ue -  Operational Voltage

Note: AC utilisation categories to AS/NZS3947.3. 
* Refer rear of Catalogue for further details.
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CHANGEOVER AND 
REVERSING SWITCHES
Designed to give full motor control 

in a unit that is rated IP66. 
Changeover and Reversing Switches 
are housed within single modules as 
part of the overall modular concept of 
the range.

Earth and neutral connectors 
accommodating 3 x 6mm2 cables are 
provided with all models.

sales office

 sales

office

Heavy-Duty Surface 

Switches come with integral 3 or 4 pole 

confi gurations, from 25 to 80A ratings. 

The switch actuator comes standard in 

safety red/yellow and has 3 padlocking 

facilities. Hole diameter is 8mm. 

The switch is mounted separate 

to cover in a DIN mounting drop-in 

cradle which allows quick removal and 

installation. 

The extra deep enclosure allows 

ample wiring space for easy installation 

and the switch is suited to motor rating.

Heavy-Duty Surface 
Switches 

sales office

 sales

office

Note: 
Switch can be fi xed 
onto a mounting plate 
as a special. 

sales office

 sales

office

56SWH325

sales office

 sales

office

sales office

 sales

office

Options available
• Resistant Orange - 

add RO to Catalogue 
Number eg. 
56SWH325 becomes 
56SWH325RO

• Auxiliary contact - 
add C for 1 N/C 10A 
contact to Catalogue 
Number e.g. 
56SWH325 becomes 
56SWH325C. Add 
CO for 1 N/C and 
1 N/O 10A contact 
to Catalogue 
Number e.g. 
56SWH325 becomes 
56SWH325CO.

sales office

 sales

office

Ithe -  Conventional Enclosed Thermal   
   Current
UI  -  Insulation Voltage
Ie -  Operational Current

Note: AC utilisation categories to AS/NZS3947.3.
Refer to rear of catalogue for further details.

sales office

Note - Additional auxiliary contacts 
are available. Contact our sales

office for details.

 
 Catalogue Number of Ithe Ui  Ie (A) Utilisation Category  Conductor Terminal IP O/A* Dims.
 Number Switched (A) (V)       size in mm2 Rating (H) x (W) x (D)
  Poles   AC21A AC22A AC23A  Min.  Max./cont. 
 56SWH325 3 25 690 25    25 25 1.5 16 56 204x101x172
 56SWH340 3 40 690 40   40 25 1.5 16 56 204x101x172
 56SWH363 3 63 690 63 63 63 1.5 35 56 204x101x172
 56SWH380 3 80 690 80 80 63 1.5 35 56 204x101x172
 56SWH425 4 25 690 25 25 25 1.5 25 56 204x101x172
 56SWH440 4 40 690 40 40 25 1.5 25 56 204x101x172
 56SWH463 4 63 690 63 63 40 1.5 25 56 204x101x172

Option available
• Resistant Orange - add RO to  

Catalogue Number e.g.   
56SW220CO becomes   
56SW220CORO.

7 Series Cam Type Switch 
Mechanisms are used and therefore 
special confi gurations are available.
Contact our sales office for 
more information.

 sales

office

sales office

 sales

office

56SW220C0
sales office

 Catalogue  No. of  Ithe Ui / Ue       Ie (A) Utilisation Category AC15        Conductor Terminal IP O/A* Dims.
 Number Switched (A) (V) AC21A AC22A AC23A 240V/415V  size in mm2 Rating (H) x (W) x (D)
  Poles   690V        690V  Min.  Max.  

 56SW220CO 2 20 660  20 - 15 8/6 1.5 2 x 4 66 107x101x116
 Changeover Switch
 56SW420CO 4 20 660 20 - 15 8/6 1.5 2 x 4 66 107x101x116
 Changeover Switch
 56SW320R 3 20 660 20 - 15 8/6 1.5 2 x 4 66 107x101x116
 Reversing Switch

Note: AC utilisation categories to AS/NZS3947.3.
Ithe -  Conventional Enclosed Thermal Current
UI  -  Insulation Voltage

Ue -  Operational Voltage
Ie -  Operational Current
* Refer rear of Catalogue for further details.

 sales

office
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PUSH-BUTTON CONTROL 
STATIONS
This rugged range consists of fi ve 

different combinations of stop start 
control stations.

The stations are ideal in wet, dusty 
or dirty conditions for controlling motor 
starters on pumps, saws, compressors, 
lathes, processors and processing lines.
56PB - Start control station.
56PBS - Stop control station.
56PBS1 - Emergency stop station. This 
station has a mushroom head with twist 
reset and red push-button.
56PBS2 - Stop station. This station has 
a mushroom head with twist reset and 
red push-button (labelled stop only).
56/2PB - Combination stop/start control 
station with momentary operation 
push-buttons. The red stop button has 
an extended head and the green start 
button a fl ush head.
56/2PBS1 - Combination stop/start 
control station with same stop button as 
the 56PBS1.
 

Ue - Operational Voltage
Ie - Operational Current
* Refer rear of Catalogue for further details.

Note: AC utilisation categories to AS/NZS3947.5.
Ithe -  Conventional Enclosed Thermal   
    Current
UI  -  Insulated Voltage

 
 Catalogue  Ithe Ui / Ue        Ie(A) Utilisation Category Button            Conductor Terminal IP O/A* Dims. 
 Number (A) (V) AC15 DC13 Colour  size in mm2 Rating   (H) x (W) x (D)
    240V   24V  Min.   Max.     
 56PB 10 250 6 8 Green 1 4 66 107x101x80
 56PBS 10 250 6 8 Red 1 4 66 107x101x86
 56PBS1 10 250 6 8 Red 1 4 66 107x101x88
 56PBS2 10 250 6 8 Red 1 4 66 107x101x88
 56/2PB 10 250 6 8 Red/Green 1 4 66 107x101x86
 56/2PBS1 10 250 6 8 Red/Green 1 4 66 107x101x88

Options available

• Less Enclosure - add LE  to  
Catalogue Number e.g. 56PB  
becomes 56PBLE.

• Resistant Orange - add   
RO to Catalogue Number e.g.  
56PBS1 becomes 56PBS1RO.

• Resistant White - add   
RW to Catalogue Number e.g.  
56PBS1 becomes 56PBS1RW.

56PBS

56/2PB

56PBS1

56PB

56PBS2

56/2PBS1

• 
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AA

IS PRESSURE PLATE TYPE
CONDUCTOR TERMINATION

ARE NOT IDENTIFIED
SWITCH TERMINALS

BACKWIRED
SWITCH IS

C
L 1

56SW110

FRONT COMPLETEFRONT MOUNTING ENCLOSURE

56SW110/2

CUT-OUTS

REAR MECHANISMS REAR MECHANISMS

SIDE COMPLETE

2 x M20
CONDUIT
ENTRIES

1 x M20/25

50

40 18

REAR MECHANISMS

1 x M25
CONDUIT
ENTRY 10174

45

80

38

18

107101

40

5555

74

FRONT MOUNTING ENCLOSURE

56SW110HD

4570

REAR MECHANISMS

56SW220

1 x M25/32
CUT-OUT

50

56SW320

101

REAR MECHANISMS

SIDE COMPLETE

104 ENTRIES
CONDUIT
2 x M25

63

ENTRY
CONDUIT
1 x M25

REAR MECHANISMS

FRONT COMPLETE

101

107

30

C

L

1
3

4

12 2

56SW115 56SW115/2
56SW110/I

31

10

SWITCH IS 

1 C

2

1

C
2

1

4

3

30 SERIES MECH

L3 L3

L2L2

L1L1

56SW120
56SW115HD

L1L1

L2L2

56SW310
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AA

IS PRESSURE PLATE TYPE
CONDUCTOR TERMINATION

ARE NOT IDENTIFIED
SWITCH TERMINALS

BACKWIRED
SWITCH IS

40

5555

74

FRONT MOUNTING ENCLOSURE

56SW132

4570

REAR MECHANISMS

56SW232

1 x M25/32
CUT-OUT

50

56SW332

101

REAR MECHANISMS

SIDE COMPLETE

104 ENTRIES
CONDUIT
2 x M25

63

ENTRY
CONDUIT
1 x M32

REAR MECHANISMS

FRONT COMPLETE

101

107

22

31

22

FRONT MOUNTING ENCLOSURE

70 45

40

5555

74

50

CUT-OUT
1 x M25/32

101

SIDE COMPLETE

104

ENTRIES

2 x M25
CONDUIT

63

CONDUIT
ENTRY

1 x M32

107

FRONT COMPLETE

101

56SW250

A A

56SW150

REAR MECHANISMS

56SW350
56SW363

SWITCH TERMINALS
ARE NOT IDENTIFIED

CONDUCTOR TERMINATION
IS PLAIN SCREW TYPE

SWITCH IS
BACKWIRED

REAR MECHANISMS REAR MECHANISMS

21

30

L2 L2

L1L1

56SW26356SW163
L3 L3

L2L2

L1L1

30

L3 L3

L2L2

L1L1

L2

L1L1

L2
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L3

L2

L1

L2

L1

L3

IS PLAIN SCREW TYPE
CONDUCTOR TERMINATION

ARE NOT IDENTIFIED
SWITCH TERMINALS

BACKWIRED
SWITCH IS

FRONT MOUNTING ENCLOSURE

ENTRIES
CONDUIT
1x M40

ENTRY
CONDUIT
1 x M40

101

198

REAR MECHANISMS

165 140

5555

75

CUT-OUT

CUT-OUT

50

1 x M25

1 x M32

50

100

45

142
45

57

SIDE COMPLETE FRONT COMPLETE

204

56SW363/2

63

SIDE COMPLETE

MICROSWITCH IS CONFIGURED
AS LATE MAKE/EARLY BREAK REAR MECHANISMS

56SW320C

FRONT MOUNTING ENCLOSURE

4570

40

50

30

21

1 x M25/32
CUT-OUT

74

55

13

30

CONDUCTOR TERMINATION
IS PLAIN SCREW TYPE

FRONT COMPLETE

ARE NOT IDENTIFIED
SWITCH TERMINALS

MICRO

BACKWIRED
SWITCH IS

104

ENTRIES
CONDUIT
2 x M25

101

ENTRY

1 x M25
CONDUIT

101

107
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22

FRONT MOUNTING ENCLOSURE

70 45

40

55

74

50

CUT-OUT
1 x M25/32

101

SIDE COMPLETE

104

ENTRIES

2 x M25
CONDUIT

63

CONDUIT
ENTRY

1 x M32

107

FRONT COMPLETE

101

56SW332C
56SW350C

SWITCH TERMINALS
ARE NOT IDENTIFIED

CONDUCTOR TERMINATION
IS PLAIN SCREW TYPE

SWITCH IS
BACKWIRED

REAR MECHANISMS

21

30

MICROSWITCH IS CONFIGURED
AS LATE MAKE/EARLY BREAK

MICRO

FRONT MOUNTING ENCLOSURE

4570

40

50

74

55

CUT-OUT
1 x M25/32

30

30

SIDE COMPLETE

104

63

101

FRONT COMPLETE

CONDUIT

CONDUIT

ENTRIES

2 x M25

1 x M25

ENTRY

101 107

56SW420

REAR MECHANISMS

13

NN

T3L3

T2L2

T1L1

SWITCH IS SIDEWIRED
CONDUCTOR TERMINATION
IS PRESSURE PLATE TYPE
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56SWH325
56SWH340

56SWH463
56SWH440 56SWH380

56SWH36356SWH425

72.5

43

dia.12

69

42

dia.12dia.12

42.5

51

69

204

101

FRONT COMPLETE

198

ENTRY
CONDUIT
1 x M32

CONDUIT
ENTRIES

2 x M25

172

22

30

1 x M25

1 x M32
CUT-OUT

50

CUT-OUT

50

5555

75

140

40

165

FRONT MOUNTING ENCLOSURE SIDE COMPLETE

63

66

61.5

66

53

86

L1

L2

L3

N

T1

T2

T3

N

SWITCHES ARE SIDEWIRED

IS PLAIN SCREW TYPE
CONDUCTOR TERMINATION

L1

L2

L3 L3

L2

L1 L1

L3

L2

L1

L2

L3
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REAR MECHANISMS

56PB

FRONT MOUNTING ENCLOSURE

45

40

1 x M20/25

CUT-OUTS

50

74

SIDE COMPLETE

18

80

38

18

ENTRIES

CONDUIT

2 x M20

101

ENTRY

CONDUIT

1 x M25

FRONT COMPLETE

101

107

SIDE COMPLETE

18

86

18

38

18

88

18

38

2 x M20

CONDUIT

ENTRIES

101

1 x M25

CONDUIT

ENTRY

FRONT COMPLETE

101

107

2 x M20

CONDUIT

ENTRIES

101

1 x M25

CONDUIT

ENTRY
101

107

2 x M20

CONDUIT

ENTRIES

101

1 x M25

CONDUIT

ENTRY

FRONT COMPLETE

101

107

56/2PB 56PBS1 56/2PB

56PBS1

56PB

56/2PBS1

56PBS

56PB

1

2

2

1 3

4

SIDE COMPLETEREAR MECHANISMS FRONT COMPLETE

56/2PBS1

56PBS

56PBS1

56/2PB

56PBS2

56PBS

7

7

7

2

43

1

PUSH

LOADLINE

(STOP BUTTON)

NC-NORMALLY CLOSED CONTACTS

NO-NORMALLY OPEN CONTACTS

(START BUTTON)

56PB
56PBS
56PBS1
56PBS2
56/2PB
56/2PBS1

(NO MARKINGS,COLOUR GREEN,NON LATCHING)

(STOP,COLOUR RED,NON LATCHING)

(EMERGENCYSTOP,MARKED ON SWITCH AND PLATE,COLOUR RED MUSHROOM, LATCHING)

(STOP,COLOUR RED MUSHROOM, LATCHING)

(STOP/START,COLOUR RED/GREEN,NON LATCHING)

(STOP,COLOUR RED MUSHROOM,LATCHING)(START,COLOUR GREEN,NON LATCHING)

56PBS2

56PBS2

56/2PBS1

SWITCH IS SIDEWIRED

CONDUCTOR TERMINATION

IS PRESSURE PLATE TYPE
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56AI540
56AI550

500V Three Phase 

Appliance Connectors

56CSC410
56CSC420
56CSC432
56CSC440
56CSC450
56CSC510
56CSC520
56CSC532
56CSC540
56CSC550

Department of 
Industrial Relations
Coal Mines Regulation 
Act 1982

Rotary Switches (Single, 

Double and Triple Pole)

56SW120
56SW132
56SW150
56SW220
56SW250
56SW320
56SW332
56SW350

500V Three Phase 

Sockets

56SO532
56SO550
56SO540
56SO610
56SO710
56SO720

500V Three Phase 

Angle Plugs

56PA410
56PA510
56PA520
56PA532
56PA540
56PA550
56PA610
56PA710
56PA720

56CV332

With Interlock

56CVI320
56CVI332

500V Three Phase 

Plugs

Angle

56PA410
56PA420
56PA432
56PA440
56PA450
56PA510
56PA520
56PA532
56PA540
56PA550
56PA610
56PA710
56PA720

Straight

56P410
56P420
56P432
56P440
56P450
56P450
56P510
56P520
56P532
56P540
56P550
56P610
56P710
56P720

250V a.c. and Low 

Voltage Plugs

56P210
56P215/32
56P3/110
56P310
56P310L
563P10RP
56P313
56P320
56P320F
56P332
56PA320
56PA332

Appliance Inlets

56AI310
56AI315
56AI410
56AI420
56AI432
56AI440
56AI450
56AI510
56AI520
56AI532

56SW340C
56SW350C
56SW363C

250V Two-way 

Switches (Single and 

Twin with Sliding 

Switch Dollies)

56SSW10
56SSW15
56SSW2/10
56SSW2/15

500V Three Phase 

Combination 

Switched Sockets

56C410
56C420
56C432
56C440
56C450
56C510
56C520
56C532
56C540
56C550
56C610
56C710
56C720
56CV410
56CV420
56CV432
56CV440
56CV450
56CV510
56CV520
56CV532
56CV540
56CV550
56CV610
56CV710
56CV720

250V and Low Voltage 

Switched Sockets 

(Single and Double 

Pole Combination)

2 Module

56C210
56C215/32
56C3/110
56C310
56C310D
56C310L
56C310RP
56C313
56C315
56C315D
56C320
56C332

With Standard One 

Piece Cover

56CV310
56CV315
56CV320

LLOYD’S REGISTER OF 
SHIPPING APPROVALS 
FOR 
56 SERIES 
SWITCHGEAR

500V Three Phase 

Sockets

56SO410
56SO420
56SO432
56SO440
56SO450
56SO510
56SO520
56SO532
56SO540
56SO550
56SO610
56SO710
56SO720

250V and Extra Low 

Voltage Sockets

56SO210
56SO215/32
56SO3/110
56SO310
56SO310L
56SO310RP
56SO313
56SO315
56SO320
56SO320F
56SO332

Rotary Switches 

(Single, Double and 

Triple Pole)

56SW110
56SW110/2
56SW115
56SW115/2
56SW120
56SW132
56SW140
56SW150
56SW163
56SW220
56SW232
56SW240
56SW250
56SW263
56SW310
56SW320
56SW332
56SW340
56SW340
56SW350
56SW363
56SW310C
56SW320C
56SW332C

56 Series accessories comply 
with the relevant parts of the 
following standards:
AS/NZS3123 - Approval and test 
specifi cations - plugs, socket 
outlets and couplers for general 
industrial application.
AS/NZS3133 - Approval and 
test specifi cations - air break 
switches.


